38 SERIESDECT —@

CLASSICTELEPHONE

TELEPHONEFEATURES

* Available in single- and two-line configurations

» Speakerphone

* DECT 6.0 technology for crystal clean performance

» Lifeline support-base functions in speakerphone mode in the
event of a power failure

» Multiple handset supports up to 4 handsets per base

* Hold, Flash, Redial

* Industrial Quality Manufacturing

* Labeled function keys

* Full 5-year warranty

* Clean design appearance

* Message waiting indicator

* Programmable message waiting indicator

* 0 3,5 or 10 programmable guest service buttons

DEVICECHARGING (OPTIONAL)
* Six (6) charging positions
* 2 high powered USB ports

* Multi-Connection Cable (optional)
-Lightning, Micro-USB, USB-C

Dimensions Flash Timing

8.85” x 6.49” (22.5cm x 16.5 cm) 80ms; 100ms; 300ms; 600ms
Cords Message Waiting

Handset (extended): 3.66m (12 ft) Compatible with all major
Line Cord: 2.0m (6.56 ft) hospitality PBXs
Approvals/Certifications Dial Pad

ADA Compliant Volume Control Standard 12-Kay DTMF

ISO 9001 Quality Control Double-injected keys

FCC Part 15, Part 68; CE CCC
Colors
Black, Cream

Part#: HWD38TSD-0,5,10S
CGR-38-MCC (charge base)
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